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When sanding sealer and glue are com-
pletely dry, paint model with gloss white
enamel.

Follow instructions on spray can for best
results.

Let dry overnight. Mask off rocket and
paint top 2 inches of rocket with gold
enamel. Paint nozzles as shown.

. Remove mask from rocket as soon as

paint has set.
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Remove any excess plastic with model-
ing knife or fine sandpaper.
Sand both ends of clear payload tube flat.
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Cut off end of nose cone and discard.
Sand end of nose cone flat and smooth.
Trim or sand any excess plastic from
around sides of nose cone.

Wipe nose cone inside and outside with
damp cloth to remove oil and dirt.
Paint outside of nose cone silver enamei
and inside of nose cone black.
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DO NOT CUT ADAPTER AND SATEL-
LITE APART.

. Trim and sand any excess plastic from

around the sides of adapter and satellite.

. Use a sharp knife to remove any excess

plastic from the inside of the molded
eyelet at rear of adapter.

MASK OFF ROCKET
AND PAINT TOP 2"
OF ROCKET GOLD

PAINT ENTIRE
ROCKET
GLOSS WHITE

PAINT INSIDE
OF NOZZLE BLACK

PAINT LOWER PORTION
OF NOZZLE GOLD

SAND ENDS OF
CLEAR PLASTIC TUBE
TO SMOOTH EDGES

PAINT NOSE CONE
SILVER OUTSIDE

CUT AND SAND SMOOTH
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DISCARD
PAINT BLACK
TRIM EXCESS
INSIDE PLASTIC
FROM EDGES
TRIM EXCESS
PLASTIC
FROM EDGES

DO NOT CUT

PARTS APART
CLEAR PLASTIC

FROM EYELET

TRIM AND SAND
MOLD LINES
SMOOTH
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