BEFORE YOU START:

Read all instructions before beginning work on your model.
Make sure you have all parts and materials. When you are
theroughly familiar with the assembly procedure, begin con-
struction. Check off each step as you complete it. In each step,
test-fit the parts together before applying any alue. If some
part doesn’t fit properly, sand lightly or buiid up as appropfi-
ate for precision assembly.

ASSEMBLY INSTRUCTIONS

FRONT

ENGINE MOUNT TUBE

REAR GLUE

PRESS ENGINE HOOK INTO
SLIT AND ONTO GLUE,

D'I Cut a 1/8" slit in the engine mount tube {part A},
2.5/8” from one end. Apply a straight 17 line of glue to the
tube beginning at the mark as shown. Push one end of the en-
gine hook {part B} into the slit and press the main part of the
hook into the glue. :

DO NOT GLUE HERE.
HOOK MUST BE
FREE TO MOVE. NOTCH

APPLY GLUE TO BOTH
REAR SIDES OF RING/TUBE JOINTS.

D 2  Separate the adapter rings from the die-cut card {part
C). Position the notched ring at the center of the engine hook.
Apply a line of glue to the ring-tube joint on both sides of the
ring. Position the other ring 1/8" from the other end of the tube
and glue it into place the same way.

MARK TUBE AT

TOP NOQTCH IS EACH NOTCH

LAUNCH LUG LINE

DRAW LAUNCH
LUG LINE ENTIRE
LENGTH OF TUBE

ALIGN GUIDES ON
FLAT SURFACE

CONNECT
MATCHING FRONT
AND REAR MARKS

D3 Remove the marking guides from the die-cut card.
Pasition one die-cut marking guide near the center of the main
body tube {part D}. Position the other guide about 1/4” from
one end of the tube. {This end will be the rear of the rocket.)
Align the straight bottom edges of the guides on a tlat surface.
Mark the wbe at each notch. Remove the guides and draw a
straight line cennecting matching front and center marks. Ex-
tend the launch lug line the length of the tube.
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SPREAD
GLUE HERE

D 4  Cut out the shock cord mount {part E}. Crease it on
the dotted lines by folding. Spread glue on the first section (1)
and Tay the end of the shock cord {part F} into the glue. Fold
over and apply glue to the back of the first section and exposed
part of section 2. Lay the shock cord as shown and fold over
again. Clamp the unit together with your fingers until the glue
sets,

SPREAD G1LUE INSIDE
BODY TUBE. PRESS
MOUNT ONTO GLUE.

1-3!4"—.1

SET MOUNT BACK AT
LEAST 1-3/4" TO ALLOW
FOR NOSE CONE

[:} 5 Apply glue to the inside of the main body tube at one
end to cover an area about 1-3/4” to 2-3/4" from the end. The
glued area should be the same size as the shock cord mount.
Press the mount into the glue as shown. Hold it until the glue
sets.

BASE DISC
\v / USE ONLY PLASTIC
@vﬂ' S CEMENT FOR THIS STEP
SCREW
EYE

THIS EDGE

D 6  Cement the base disc {part G) into the rear of the nose
cone {part H). Use PLASTIC CEMENT. Turn the screw eye
{part 1) into the nose cone base. When the ptastic cement is dry,
scrape and sand the rear edge of the nose cone to round it as

shown.
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APPLY GLUE
INSIDE TUBE

INSERT

ENGINE MOUNT FRONT

ENGINE HOOK EVEN
WITH TUBE END

APPLY GLUE TO
RING/BODY fOINT

D 7 Using a dowel or paint brush, apply a 1/4" wide band
of glue around the inside of the bady tube about 6-1/2" trom
the rear. Stide the engine mount assembly, front ring first, into
the body from the rear until the rear end of the engine hook is
even with the rear end of the body tube. Apply a line of glue
around the rear ring/body joint, Set the assembly on one end
while the glue dries.



