BILL OF MATERIAL

NOSE:

1/32 PLY SKIN

3/16 SQUARE BALSA 20"
(2) 1/4 BALSA TRI 21"

2 REQUIRED AFT FUSELAGE:
2 REQUIRED MNW 1/4X1/2X6.375" HARDWOOD
4 4 @ _U_l/ﬂ 2 REQUIRED 2 REQUIRED 2) 1/4 BALSA TRI 9.125
1/4X1/8%23.5” BALSA
1/32 PLY SKIN
(2) 1/8X1/8X5” BALSA
HATCH:
1/32 PLY SKIN
1/4X1/8X15” BALSA
2 REQUIRED (2) 1/8X1/8X15" BALSA
2 REQUIRED WING:
2) 1/4X1/2%X24.5” BALSA LE
4) 1/4/1/8X21 SPRUCE SPAR
4) 1/4X1/8X10.38 SPRUCE SPAR
2 REQUIRED 4) 1/4X1/8%X24.37 SPRUCE SPAR
é\m LT PLY 4) 1/4X1/8%X25.37 SPRUCE SPAR
4) 1/4X1/8%X10.5 SPRUCE SPAR
2 REQUIRED 2) 1/8X1/2X11.34" BALSA
2) 1/4X1/2%X11.34” BALSA
2) 1/8X5/8%X24.25” BALSA
2 REQUIRED 4) 1/4X3/8X5.5” HARDWOOD
2 REQUIRED
2 REQUIRED
2 REQUIRED
2 REQUIRED
8 REQUIRED
2 REQUIRED 2 REQUIRED
2 REQUIRED 4 REQUIRED 1 \uﬂ PLY
2 REQUIRED 2 REQUIRED
2 REQUIRED
2 REQUIRED 4\@ w\P_lm\P
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FOR .656—-.91 DF ENGINES
\_ \m _Hv_,{ AND §" RAIL MOUNT FAN UNIT
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